
   

DAFA Deck Protection Tape
Protect your deck substructure from moisture and extend its service life with  
DAFA Deck Protection Tape.

Application
DAFA Deck Protection Tape acts as an effective protective 

tape that extends the service life of your joists.

The strong self-adhesive butyl tape seals completely around 

the screws when you install the deck. This prevents water and 

moisture from penetrating the wood and causing damage 

such as rust and rot. 

 

By using the self-adhesive butyl tape, you get an elegant and 

uniform deck. The black tape hides the light-colored joists, 

giving a neat and professional appearance, as it is not visible 

in the gaps between the boards.

DAFA Deck Protection Tape is easy to apply to the joists. 

You can quickly and easily install it while you are laying the 

decking boards. This saves you time and hassle.

By using DAFA Deck Protection Tape, you are investing in a 
long-term solution.  
By extending the service life of your joists, you avoid 

replacements and repairs in the future, which saves you 

money in the long run. It is a smart and cost-effective 

investment for your deck.

Benefits
•	 Water- and moisture-resistant

•	 Resistant to aging and UV radiation

•	 Excellent adhesion at low temperatures

•	 Waterproof and self-sealing

•	 Seals tightly around the screws

•	 Increases the durability of your joists

•	 Discreetly conceals the joists

•	 Suitable for various joists

•	 Easy installation

•	 Long-term economic benefit

DAFA Building Solutions

Info

Contents per box 10 rolls.

Width/Length 60 mm x 10 m

DAFA item no. 620047874

EAN no. 5705636270760
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Property Values

Thickness 0.8 mm

Peel value 22 N/cm (ASTM D 1000)

Temperature resistance -40 °C to +100 °C

Installation temperature
Fra 0 °C to +40 °C. Bonding surfaces must be dry, dust-free 
and free of oil.

Storage
Dry and frost-free between +5 ºC and +25 ºC. Avoid direct 
sunlight.

The strong self-
adhesive butyl tape 
seals completely 
around the screws when 
you install the deck.

The black tape hides 
the light-colored 
joists, giving a neat 
and professional 
appearance, as it is 
not visible in the gaps 
between the boards.


